
DOCUMENT CHANGE REQUEST

DCR number 682

Date:

MRB decisionChanges required for:

2012/01/23

IMPLEMENTEDStatus:

  Originator:

  Organisation:

CHEVILLAT

CONNECTEURS
ELECTRIQUES

2011/09/13Date sent:

table 1A

6

Maintenance of qualification testing has shown that AWG 30 is not reliable. Crimping barrel is not applicable for AWG 30
wire.

Variant 05 & 06 : Accepted wire(AWG) : 26 to 30

Variant 05 & 06 : Accepted wire(AWG) : 26 to 28

 Paragraph:

Contacts Electrical Crimp for 3401/007 and 3401/008 Connectors Title:

3401/009 Number:

 Page:

 Original wording:

 Proposed wording:

 Justification:

 Issue: 2

 Other documents affected:
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Maintenance of qualification testing has shown that AWG 30 is not reliable. Crimping barrel is not applicable for AWG 30
wire.

Variant 03 & 04 : Accepted wire(AWG) : 26 to 30

Variant 03 & 04 : Accepted wire(AWG) : 26 to 28

 Paragraph:

Contacts Electrical Subminiature Crimp-Type for 3401/011 Connectors Title:

3401/012 Number:

 Page:

 Original wording:

 Proposed wording:

 Justification:

 Issue: 2

 Other documents affected:

 Date signed:

2012-01-23

 Approval signature:

 Modifications:

N/A

 Attachments:

N/A
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